
Call today for more information 877-884-5167 
or visit www.rikontools.com for a dealer near you!

10″ Bandsaw
Model # 10-305

Specifications
MOTOR CUTTING CAPACITY OVERALL DIMENSIONS

Horsepower 1/3 HP Height 4-5/8” Height 33-1/4”

Amps 4.5 Width 9-5/8” Width 21”

Volts 110V, 60Hz Depth 15-1/4”

Speed Range 2,780 ft/min TABLE Base Size (WxD) 9-3/8 x 15-7/8”

Size 13-3/4” x  12-1/2” Dust Port 1@2-1/2”

BLADE Left Tilt 0° Net Weight 68 lbs.

Width 1/8” - 1/2” Right Tilt 45° Gross Weight 76 lbs.

Length 70-1/2” Miter Guage Slot (1) 5/8” x 1/4” Shipping Width 35-1/2”

Includes 5/16” x 6TPI, Regular Height to Floor 39-7/8” Shipping Depth 12-3/4” 

Height to Base 14-1/2” Shipping Height 18-1/4”

Fence Size 13-1/2” x 1” x 2”

Wheels are precision 
balanced and made 
from durable cast 
aluminum

Guide Bearings

Upper and lower 
guides keep the blade 
tracking properly and 
can be easily adjusted

Aluminum Wheels

Large 13-3/4” x 12-1/2” 
adjustable work table

Comes with safety 
locking key to prevent 

unauthorized use

 
Large Table

Safety 
ON/OFF Switch

Shown with optional stand
Model 13-913
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BANDSAW BLADES
Length Width Gauge TPI Style Item No.
70-1/2” 1/8” .018” 8 Hook Tooth 19-7006
70-1/2” 1/8” .018” 14 Hook Tooth 19-7007
70-1/2” 3/16” .025” 10 Reg. Tooth 19-7002
70-1/2” 1/4” .025” 6 Hook Tooth 19-7003
70-1/2” 3/8” .025” 4 Hook Tooth 19-7004
70-1/2” 1/2” .025” 3 Hook Tooth 19-7005

12-201

C10-108

13-913

C10-393

13-920

C10-991

LED Gooseneck 
Worklight with 

Magnetic Base and 
Magnetic Clip

Replacement Guide 
Bearings

Optional 10” 
Bandsaw Stand

Top: 14-1/2” x 9-3/4”
Base: 25” x 18-3/4”

Height: 25”

Replacement Table 
Inserts

Miter Gauge
Aluminum body with 
60° scale for left and 

right settings

Replacement Drive 
Belts

10″ Bandsaw
Model # 10-305

Accessories


